
Zwischendi�usor Frontdi�usor Softbox-Außenbespannung
Metallstäbe :  4 Stück bei Softboxen,  

8 Stück bei OctagonboxenSpeedring

1. Bezeichnungen

Aufbauanleitung  Stand: 02/2014

2. Aufbaureihenfolge des Speedrings

TYP MODEL Aufbaureihenfolge

Recht-
eckig

Rechteckig

Quadratisch

Rechteckig

Achteckig

30x40, 60x80, 60x120, 90x120, 120x180 cm

60x60, 100x100 cm

30x90, 30x120, 30x180 cm

90cm, 120, 150, 200 cm 

Bitte achten Sie auf die korrekte Richtung! Bohrung

Speedring

Stellen Sie sicher,  dass die Seite des Speedrings mit dem Adapterring so eingesetzt wird,  dass dieser rückseitig zur Softbox zeigt.

Fügen Sie die Stäbe  gemäß der Auf-
baureihenfolge (s. oben) ein. Für die 
einfachere Zuordnung sind die Stäbe 
und die zugehörigen Bohrungen 
farblich markiert. Bei dem letzten 
Stab müssen Sie etwas Druck aus-
üben, wie in Abbildung 1 gezeigt.

Beim Abbau Ihrer Softbox ziehen 
Sie, wie in Abbildung 2 gezeigt, die
Stäbe aus den Bohrungen.

Aufbau Abb. 1 Abb. 2Abbau

Setzen Sie die Softbox nach dem Einsatz 
der Stäbe auf eine ebene Fläche und drücken
Sie den Speedring leicht nach unten, damit
alle Stäbe fest sitzen.

3. Befestigung des Zwischendi�usors

Befestigen Sie den Zwischendi�usor mit den Druckknöpfen an der Außenbespannung.

4. Befestigung des Frontdi�usors

Typ : vertiefte Vorderseite

Nehmen Sie den Front-
di�usor und ziehen 
diesen bis zu den 
Ecken der Softbox.

Verfahren Sie ebenso 
mit dem Rest des
Frontdi�usors. 

Ziehen Sie den Front-
di�usor komplett
über die Softbox. 

Befestigen Sie das 
Klettband innen am 
Di�usor mit dem 
an der Außenseite 
der Bespannung. 

Typ: �ache Vorderseite

5. Anschluss des Blitzgerätes

Setzen Sie die 
Softbox an das 
Blitzgerät.

Bitte drücken Sie zum
Schluss das Klettband 
fest, um zu verhindern, 
dass Licht austritt. 

6. Befestigung des Klettbands

7. Warnhinweise

-Bitte vermeiden Sie die Verschmutzung der Softbox.
-Lassen Sie die Halogenlampe nicht über eine längere Zeit und keinesfalls unbeaufsichtigt in Betrieb.
-Mit aktiver Gerätekühlung: Max.  300 W Einstelllicht für die 30x40 Box, alle anderen bis 650 W möglich. 

SOFTBOXEN
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   Inner di�user  Front di�user         Softbox cover

Metal rods (pre-assembled): 
 rectangular boxes - 4 pcs. 
octagonal boxes - 8 pcs.

Speedring

1. Parts

Assembly instructions E�ective date: 02/2014

2. Assembling order of speedrings for di�erent types of softboxes

TYPE MODEL  Assembling order

Rec-
tangular
shapes

Rectangular

Square

Stripbox 

Octabox

30x40, 60x80, 60x120, 90x120, 120x180 cm

60x60, 100x100 cm

30x90, 30x120, 30x180 cm

90cm, 120, 150, 200 cm 

Please observe the correct direction!

Speedring with adapter ring

Make sure that the side with the adapter ring 
points away from the softbox.

Insert the rods according to the 
assembling order (see table above).
The rods and related boreholes are 
color-coded for easier matching.
Put a little pressure on the last rod to 
insert it, as shown in Fig. 1.

To disassemble the softbox, pull the 
rods out of the boreholes as shown
in Fig. 2.

Assembly Fig. 1 Fig. 2Disassembly

Put the softbox on a �at surface after insertion 
of the rods and gently push the speedring down, 
so that all rods will be evenly in place.

3. Installation of the inner di�user

Attach the inner di�user with the buttons to the cover.

4. Installation of the front di�user

Type: recessed front

Take the front di�user 
and spread it to the 
corners of the softbox. 

Now attach the rest 
of the front di�user
to the sides. 

Pull the front di�user
completey over the 
softbox. 

Attach the hook tape
at the inside of the 
di�user to the loop 
tape at the outside of 
the softbox cover. 

Type: shallow front

5. Connection of �ash units

Attach the soft-
box to the �ash
unit.

Please close the hook-
and-loop fastener at the 
back of the softbox to 
block the light.

6. Fastening of the hook-and-loop tape

7. Please note:

- Please keep the softbox and di�users clean.
- Do not leave the halogen lamp on and unattended for longer periods of time.
- With active cooling: max.  300 W modeling light for the 30x40 box, all other models max. 650 W 
possible. 
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Borehole


